UL - CSA B ER UL, CSA STANDARD ELECTRONIC WIRE

UL STYLE 3443 LF, CSAAWM  #7V-17v 7%V ki®a

RoHS Directive

Lead crs+ § PBB J PBDE
Free Free | Free J| Free

M & APPLICATION

B BT RIS ONTRECR, a4 BB L 3 55k ‘i)’ﬁ’\@ﬁﬂ Internal wiring of electrical and electronic equipment, especially

FICHELTWET, for compact size type.

ST = DESCRIPTION

WS A& UL. CSA #UsHH 9, M Standard ---ceeeeee These wires are approved by both UL and

mE & TEASEIE 300V, EREE 105C CSA standard.

R UL VW-1. CSA FT1 b X O"EBXHMEEEIC M Rating ---ooeeeeeeees Rating voltage 300 V, rating temperature
HO WMEIRBEAFIZAK L £ 7, 105C .

W R YA IT IS G S CTH D BUNIZRE R DT, M Flamability -+ These wires pass the vertical flame test
300 ~ 380COYH T THAfMh T IEM LIZ< < based on UL VW-1, CSA FT1.
ToTHET, M Heat resistance ‘- The insulation is cross-linked by

irradiation and stable thermally.

Fhitids K UMEE  CONSTRUCTION&TYPICAL PROPERTIES

................................................................................................................

5 # HeRRiE

Conductor / Insulation
CSA AWM | A/B 105C 300V FT1 SUMITOMO-Y E41105-Y
AWM 3443 105C VW-1 AWG No. -F- LF

Y—F TR —ITTRRENET,
Identification marking is printed in one line.

T & FCRR CPE S WiFAGRTU-—15v020v%)| B K B /I ® i3
RATING CONDUCTOR INSULATION BER | BiEER it
UL 221 JL No. (Tinned Annealed Copper Wire) (Lead Free IRRAX™V2) MAX. MIN. DIELEC-
CSA 2147 CON- INSULA- TRIC
m E g K Y4 X B OB 5 & E 2 % # | pucToRr TION STRENG-
UL STYLE No.| TEMP. | VOLT. SIZE | No/mm |NOMDIA.| NOM. |NOM.DIA.| ResiST- | RESIST- TH
CSA TYPE (C) (VAC) (AWG) (mm) THICK. (mm) ANCE ANCE | VAC(1min)
() (20C) | (20C)
(Q /km) | (M Q-km)
30 7/0.10 0.30 0.27 0.84 355
28 7/0.127 0.38 0.27 0.92 224
3443
AWM 105 300 26 7/0.16 0.48 0.27 1.02 140 15 3000
24 7/0.203 0.61 0.27 1.15 86.0
22 7/0.254 0.76 0.27 1.30 54.8

XAHBE—RBRERBOYU — FRICIIBESBEVBAFTEVETOT, BBOBEARKE L TERT IV,
% This product is not suitable for primary power supply circuit in some cases. Please confirm applicable standard of your product.

XARDZOT DML - BREIHERZOE. SHUECEETIHEAFTIVET,
% This specification is subject to change without a prior announcement.
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