UL FRA&EHR UL STANDARD ELECTRONIC WIRE

UL STYLE 1631 LF, 2623 LF 87881772 A sy k8

LEAD FREE FOAMED IRRAX™A INSULATED SPIRAL SHIELDE WIRE

RoHS Directive

Lead Cré+ § PBB || PBDE
Free Free | Free | Free

W& APPLICATION
Y — 7B 42.4V DT, SERSFEMELE 30V AT OKET (kmll These wires are used for signal transmission of secondary wiring
EIFE DG F{AEICHVE T, in the low voltage; peak voltage is less than 42.4 V and
operational effective voltage is less than 30 V.
¥ R DESCRIPTION
mE & ERGETE 30V, ERSEE 80°C M Rating--+--++++-+++----Rating voltage 30 V, rating temperature 80°C .
WA E - UL VW-1 % K OEXHMEERITHED < BEMR M Flamability -+ -+~ These wires pass the vertical flame test based on
BEABRIZARE L £ 7, UL VW-1.
W %@ﬁ%ﬁiliﬁﬁ%g@% ENTHEDEMICRE LR T2D. Il Heat resistance - -+ -+~ The insulation is cross-linked by irradiation and
300 ~ 380°CDFMZTHAMMN THLIERILIZL L stable thermally.
KoTWEd, I Electric property -+ The electric capacity is low and stable in the
WERSMHE-- KERTH D RS HFMOFHEFEOLH D %< longitudinal direction.
TELTHET, Il Outer diameter ---- -+ Small finished diameter is advantageous in relation
s & e EAMEPL Z2X=2 7 72 4 — EHFITY, to space factor.

hiidids K OPEiE  CONSTRUCTION&TYPICAL PROPERTIES

...............................................................................................................

UL Style 1631 $fi7 V) —F&VdA 7 v 7 X ® A fEighiis s — v Mg (Hon)
UL Style 1631 Lead free foamed IRRAX™A insulated spiral shielded wire (single core)

HEiRE WE—ILK " #®
Insulatlon Spiral shield /" Jacket

SUMITOMO-Y E41105-Y A AWM 1631 80C VW-1 fa% -F- LF
(NAME)
B %

Conductor

UL Style 2623 $87 V) — %74 7 v 7 Z ©A Miighi% s — L Fig (2 0)
UL Style 2623 Lead free foamed IRRAX™A insulated spiral shielded wire (2 cores)

ik BE-IEF 5%
Insulation ~~ Spiral shield / Jacket

SUMITOMO-Y E41105-Y S\ AWM 2623 80C VW-1 gu# -F- LF
(NAME)

Conductor
T & 2 % MEfx ® & [(BES-IF 4 #H (B KFE MNE B B
RATING | GBo =% |#7)-%a17v720| STRAND | GBo-=#im) |@7y-waste=n)| SMEh BRI E & =
CONDUCTOR |INSULATION SPIRAL SHIELD| JACKET MAX. | MIN. |DIELEC- [CAPACI-
uL (Tinned Annealed |(Lead Free Foamed (Tinned Annealed | (Lead Free Heat | CON- |INSULA-| TRIC | TANCE
;(7 ,f Jb No. Copper Wire) IRRAX™A) Copper Wire) Resistant EVC) DUCTOR| TION |STRENG- (pF/m)
@ B e mlE EHAR AN BE 35 B0 M BFSEN EE 5 @ oo oSk
UL | NAME [ =S - S il o £ ANCE | ANCE | VAC
STYLE TEMP.|VOLT.| SIZE | No/ |[NOM.| NOM. | NOM. | No. | NOM. | ELE- | NOM. | NOM. | NOM. (20°C )|(20°C )| (1min)
N (°C) |(VAC)|(AWG) mm | DIA. [THICK.| DIA. | OF | DIA. |MENT| DIA. |THICK.| DIA. (Q/ (M-
@ (mm)| (mm) | (mm) |[CORE| (mm) |WIRE| (mm) | (mm) | (mm) km)
WIRE DIAM-
(N) ETER
(mm)
1631 |AWG28PEFXSV| 80 30 |28 |012{0.38| 0.29 | 0.96 | — — | 010 | 1.16 | 0.25 | 1.66 | 224 | 1000 | 500 (= 110
2623 |AWGZ X 2PEFXSV| 80 30 | 28 |70127/0.38| 0.25 | 0.88 2 176 | 0.10 | 1.96 | 0.27 | 250 | 224 | 1000 | 500 | =97

XAUBEERARCESAVFEP TEVETOT, HEANICHELEERICTHERT S,
% This product is not suitable for automobile application in some cases. Please contact our sales office before you use this product.

XARDEOT DML - BREGHEREOS. SHUECEETIHEAFTEVET,
% This specification is subject to change without a prior announcement.
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UL R8T

UL STYLE 1691 LF, 2791 LF

.........................................

.............

Y — Z I 424V BUT, FEHIENER 30V LU T OKHE T kMl

WO S ERC VN E T,

UL STANDARD ELECTRONIC

RoHS Directive

Lead Cré+ § PBB || PBDE
Free Free | Free | Free

APPLICATION

......................................................

WIRE

7Y —Fa14T7 v X BIEGESEY — IV NE
LEAD FREE FOAMED IRRAX™B INSULATED SPIRAL SHIELDED WIRE

These wires are used for signal transmission of secondary wiring
in the low voltage; peak voltage is less than 42.4 V and
operational effective voltage is less than 30 V.

ST DESCRIPTION
WE & TEASEIT 30V, ERSEE 80C M Rating  ----eeeeeeeeee Rating voltage 30 V, rating temperature
W UL VW-1 & K OB SR EFITIHED < EEik 80C .
JEABRIC A L £ T, M Flamability --------+ These wires pass the vertical flame test
[ [i§:::% i SERRRRREE MEARRIZFRH G SN TR D EMIZRIE R 12D, based on UL VW-1.
300 ~ 380 C D HZ THAMN THLREMLIZL M Heat resistance ‘- The insulation is cross-linked by irradiation and
{ZE->THWET, stable thermally.

BERSMHE-- KERTH D RS HFHOFHEFEOLH D %< M Electric property --- The electric capacity is low and stable in
TELTHNET, the longitudinal direction.
WGk Z DR IZIZ PBDEs - PBBs & E DR ER R M Insulation «-------+--+ Insulation material of these wires doesn't

REEARRAFHHL THD A, use any PBDEs or PBBs as flame
retardants at all.
Kdids X OPEE CONSTRUCTION&TYPICAL PROPERTIES

................................................................................................................

UL Style 1691 $17 V) — %74 7 v & X B Mgk s — L P (HD)
UL Style 1691 Lead free foamed IRRAX™B insulated spiral shielded wire (single core)

s %

/m

bEEgE BE I
Insulatii)y Spiral shield

/

SUMITOMO-Y E41105-Y A AWM 1691 80C VW-1 SC & -F- LF

(NAME)

i§1¢>

Conductor

UL Style 2791 $87 V) — 3304 7 v 7 A ®Biffiiahig > —L M (20)

UL Style 2791 Lead free foamed IRRAX™B insulated spiral shielded wire (2 cores)

E %
Conductor

HigE BWES—IF "%
Insulation /* Spiral shield y Jacket
SUMITOMO-Y E41105-Y A AWM 2791 80C VW-1 SC &% -F- LF
(NAME)

E & 2 % iz ®m A& (#HEV-LN| S % B AR MNE &F E
RATING | GEo-=#as) |@7V-%a17v72%8)| STRAND | GBo- =& |@7y-maste=n)| SiMiEh | EGER TR E & =
uL CONDUCTOR INSULATION SPIRAL SHIELD| JACKET MAX. | MIN. |DIELEC- |CAPACI-
(Tinned Annealed |(Lead Free Foamed (Tinned Annealed | (Lead Free Heat | CON- |INSULA-| TRIC | TANCE
A3 4V No. 5 % Copper Wire) IRRAX™B) Copper Wire) G e DUCTOR| TION |STRENG-|(pF/m)

N F— I e T i p p pom pun | RESIST- [RESIST-|  TH

UL | NAME B E|E E%X# 64 88 st Z00 5 EReEs 28 i & T NeT s

STYLE TEMP.|VOLT.| SIZE | No/ |[NOM.| NOM. | NOM. | No. | NOM. | ELE- | NOM. | NOM. | NOM. (20°C )|(20°C )| (1min)

No. (°C) [(VAC)|(AWG)| mm | DIA. |THICK.| DIA. | OF | DIA. [MENT| DIA. |THICK.| DIA. (Q/ |(MQ-kn)
mm)| (mm) | (mm) |CORE| (mm) |WIRE| (mm) | (mm) | (mm)
WIRE DIAM- km)
ETER
(N) (mm)

AWG3(-FRPEFXSV 30 |7/010/0.30| 0.25 | 0.80 | — — 1 0.08 | 096 | 0.22 | 1.40 | 355 =124
1691  |AWGBFRPEFXSV| 80 30 | 28 [70127]0.38| 0.29 | 0.96 | — — | 010 | 1.16 | 0.25 | 1.66 | 224 | 1000 | 500 |= 129
AWG2G-FRPEFXSV 26 |7/016/048| 0.31 | 110 | — — | 010 | 1.30 | 0.25 | 1.80 | 140 = 140
ANGS0 X 2FRPEFXSV 30 |7/010/0.30| 0.25 | 0.80 2 1.60 | 0.10 | 1.80 | 0.25 | 2.30 | 355 =101
ANGZS X 2FRPEFXSV 28 |70127/0.38| 0.25 | 0.88 2 1.76 | 0.10 | 1.96 | 0.27 | 250 | 224 =113
2791 AWG2S X 2FRPEFXSV 8 30 26 |7/016/0.48| 0.31 | 1.10 2 220 | 0.10 | 240 | 0.30 | 3.00 | 140 1000 | 500 =114
AWG4 X 2FRPEFXSV 24 7/0203/0.61] 0.25 | 1.11 2 222 1012 241 | 033 | 3.12 | 86.0 =150

XAMBBEHARICES AVFEFTEVETOT, HERARICELERICTHERT SV,

% This product is not suitable for automobile application in some cases. Please contact our sales office before you use this product.

KEDZOTDLH - BRFIHELEDS. PHVECEETIHEFEVET,
% This specification is subject to change without a prior announcement.
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UL R8T

UL STYLE 1571 LF, 2851 LF

UL STANDARD ELECTRONIC WIRE

MIV—ATy I X2 EGEES -V NG
LEAD FREE IRRAX™ V2 INSULATED SPIRAL SHIELDED WIRE

RoHS Directive

Lead Cré+ § PBB || PBDE
Free Free | Free | Free

M & APPLICATION

Y — 7B 42.4V DT, SERFEMELE 30V AT OKET (kﬁll These wires are used for signal transmission of secondary wiring

EIFE DG F{AEAICHOE T in the low voltage; peak voltage is less than 42.4 V and operational

effective voltage is less than 30 V.

¥ R DESCRIPTION

WE B TEASTEITE 30V, ERSESE 80C M Rating-++-++-++--+------ Rating voltage 30 V, rating temperature 80°C .

WEAE-- UL VW-1 % K OEXHMEERIT D < BEMR Il Flamability -+ ++++++ -+ These wires pass the vertical flame test based on
JERBRIC A L 9 UL VW-1.

[ [[§:::} s ERRRRRLE MR ITHS B I THE D BN RER 2D I Heat resistance -+ The insulation is cross-linked by irradiation and
300 ~ 380°CDFMZTHAMMN TEHLIERILIZL L stable thermally.
KoTWExd, I Outer diameter -+ Small finished diameter is advantageous in relation

W5 R H ENESML ZAR=2T7 72 & — FHERTE, to space factor.

ik K OYEE CONSTRUCTION&TYPICAL PROPERTIES

................................................................................................................

UL Style 1571 $17 V) — 4 5 v & Z o Va #edgi > — v Fig (o)
UL Style 1571 Lead free IRRAX™YV2 insulated spiral shielded wire (single core)

HEARE BWES-IK s #®
Insulatlon Spiral shield Jacket
O@) SUMITOMO-Y E41105-Y S\ AWM 1571 80C VW-1 SC AWG No. -F- LF )
B %
Conductor

UL Style 2851 $17 V) — A4 5 v & X o Va #iigie s — L Fft (2 ~ 4.0)
UL Style 2851 Lead free IRRAX™YV2 insulatied spiral shielded wire (2 ~ 4 cores)
HEiRE

Insulation

HWEI—IK 5 %
/" Spiral shield /" Jacket

SUMITOMO-Y E41105-Y A AWM 2851 80C VW-1 SC AWG No. -F- LF

Conductor
b g % Mgtk ne HWES—ILN| 4 % B XE MNE &
RATING (888 > X B @79-17v72°v)| STRAND | (8%~ &%) |@7)-wagte=) | BHER EGERL W E
uL _CONDUCTORl INSULATION SI?IRAL SHIELD| JACKET MAX. | MIN. |DIELEC-
Z 9 'f U No. _ (Tinned Annealed Copper Wire)|(Lead Free IRRAX™V?2) (Tlgg‘e)geﬁrwﬁael)ed ('ﬁiggt';ﬁep@gt 881,.\]0')& INTSIghA- STLFgﬁG
o | BB e E® EvcxE m ®ZE x4 E0 B EFSEN & S ®peaer ey
STYLE TEMP.VOLT.| SIZE |No./mm| NOM. | NOM. | NOM. | No. | NOM. | ELE- | NOM. | NOM. | NOM. ANCE | ANCE | VAC
(C) [(VAC)|(AWG) DIA. |THICK.| DIA. | OF DIA. |[MENT| DIA. |THICK.| DIA. -
No. (20°C )|(20°C )| (1min)
(mm) | (mm) | (mm) |CORE| (mm) I\ZI)\{LRI\E (mm) | (mm) | (mm) (/| mo-
Wae ETER km) | )
(N) (mm)

AWG32-V2SV 32 |7/0.08/ 0.24 | 0.15 | 0.54 | — — 0.08 | 0.70 | 0.20 | 1.10 | 594
1571 AWG28-V2SV 80 30 28 1(7/0.127| 0.38 | 0.20 | 0.78 | — — 0.08 | 0.94 | 0.28 | 1.50 | 224 5 500

AWG32 x 223V 32 |7/0.08| 0.24 | 0.15 | 0.54 2 1.08 | 0.08 | 1.24 | 0.22 | 1.68 | 594

AWG32 x 423V 32 |7/008| 0.24 | 0.15 | 0.54 4 1.30 | 0.10 | 1.50 | 0.25 | 2.00 | 594

AWG30 x 228V 30 [7/0.10| 0.30 | 0.25 | 0.80 2 1.60 | 0.10 | 1.80 | 0.25 | 2.30 | 355
288l AWG30 x 4V2SV 80 30 30 [11/0.08) 0.32 | 0.15 | 0.62 4 150 | 0.10 | 1.70 | 0.25 | 2.20 | 369 ° 500

AWG28 x 2V23V 28 [7/0.127| 0.38 | 0.20 | 0.78 2 156 | 0.10 | 1.76 | 0.30 | 2.36 | 224

AWG28 x 423V 28 17/0.127) 0.38 | 0.20 | 0.78 4 1.88 | 0.10 | 2.08 | 0.36 | 2.80 | 224

XARRIERHRICEI LWVEEH T

MAHZOT O - BREIHEELEDOR. BEHVEERET 585

EVETOT, HERRNICEMERECTHRT IV,
% This product is not suitable for automobile application in some cases. Please contact our sales office before you use this product.

% This specification is subject to change without a prior announcement.
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